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POLYURETHANE RESIN SA/PU-60

CHARACTERISTICS

IT IS AHYDROXYLATED POLYACRYLATE RESIN DESIGNED TO CROSS-LINK WITH VARIOUS POLYISOCYANATES

SPECIFICATION

SOLID CONTENT 60 +1%

ACID VALUE 39-MG KOH/GR
DENSITY 1 G/CM3
COLOR CLEARLIQUID
FLASH POINT 22 (°C)
VISCOSITY (25°C) 13002300-CP
POLYMER TYPE ABILITY OF CROSS LINK
HYDROXYL 2.7(%)

SOLVENT XYLENE
SOLUBILITY

SOLVABLE IN:

* AROMATIC HYDROCARBONS

* ESTERS AND GLYCOL ETHERS
* KETONES

INSOLUBLE IN:

* ALIPHATIC HYDROCARBONS

THE FILM PROPERTIES

+ GOOD GLOSS AND ADHESION

» EXCELLENT MECHANICAL PROPERTIES

* VERY GOOD RESISTANCE IN MOIST, SALTY ENVIRONMENT )SALT SPRAY(

STORAGE:
* THIS PRODUCT HAS A SHELF LIFE OF 12 MONTHS FROM DATA OF MANUFACTURE
+« STORED BETWEEN 150 TO 35H.

APPLICATIONS
THE APPLICATION OF THIS RESIN IS TO MAKE ANT-CORROSION COATINGS AND TWO-COMPONENT PAINTS
RESISTANT TO ATMOSPHERIC FACTORS, WATER, DETERGENTS AND CHEMICALS.
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